UNITED STATES AIR FORCE

When it comes to snowboard sizing there is no magical formula for every rider. It's more or less determined by terrain,
conditions and most of all, personal preference. In general, an overall greater cm length will yield a board that can be
controlled at and attain greater speeds. In addition, longer boards are better performers and float more in powder due
to their increased surface area. Shorter overall lengths yield a board that is more maneuverable and offer a lower swing
weight. The chart below will help you get started.

(FEET)

(CENTIMETERS)

4’ 109 cm
4’ 2” 114 -120cm
4’ 4” 115-125cm
4’ 6” 118-135cm
4’ 8” 120 -135cm
4’ 10” 125-140cm
5’ 130 -142 cm
5 27 135-145cm
5 4” 140 - 148 cm
5 6” 145 -152 cm
5 8” 147 - 155 cm
5 10” 154 -163 cm
6’ 157 -165cm
6’1" 160 - 168 cm
6’2" + 159 cm or greater

Board width is as important, if not more important, than overall length in selecting the right board for you. A board that

Is too narrow Iin relation to a rider's boot will cause toe and heel drag. With a board that's too wide, the rider will not be

able to put adequate pressure on the toe and heel edge, thus creating an unresponsive ride. Use the following chart to
gauge the relationship between your boot size and respective board waist width.

(CENTIMETERS)

8 or smaller 24 cm or less (nharrow)
8.5-10.5 24 - 26 cm (regular)
10.5 or larger 26 cm or more




